Neuson Fourwheel drive dumper

Technical Data

% Capacity

Max. safe load
Unladen weight
Skip - struck

- heaped

- water level

Engine

Make
Type

Output (Iso 3046/1)
Revolution
Displacement
Emission

Drive characteristics
Speed
Steering angle
Oscillation
Turning radius outside
Gradeability

Transmission
Final Drive

Steering
Tyres

Working brake

Parking brake

Hydraulic System
Drive pump
- flowrate
- Oper. press.
Working pump
- flowrate
- Oper. press.

Tank capacity
Diesel
Hydraulic

Electric
Voltage
Battery
Alternator
Starter

Noise Emission

1000 kg
1215 kg
415 |
525 |
275 |

Yanmar D ——#A4
3TNV76
3-cyl, watercooled
17 (23,1) kw (hp)
3000 min**
1116 ccm
acc. 97/68/EG, step 3A

0 - 14 km/h
+/- 33 °
+/- 15 °
3200 mm
45 %

hydr. automotive, TWIN-LOCK
permanent 4 wheel drive,
electo-hydraulic direct.control
hydrostatic

center-pivot steering

(load sensing)

10.00/75x15 [6.00-16]

8 Ply [6 Ply]

Traction profile

via foot pedal and wet multidisc
in front axle

wet multidisc brake operated by
lever in front axle

axial piston pump
84 |/min
360 bar
gear pump
25 |/min
170 bar

Noise Level LWA (acc. 2000/14/EC)

We reserve the right to change the above specification w/o prior notice.
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